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Calibrating the CALC-AN-ACRE®

 II 
 
1. With power off - select "Area", press "CAL/RESET" and turn vehicle on. 
2. Then put in "HOLD" mode and press "CAL" until the word CAL shows up on display. 
3. Press "CAL" again until not displaying. 
4. Put in "HOLD" mode and turn knob to "Distance" and be sure display shows “0”. 
5. If not, press “RESET” until display shows “0” and the word “CLEAr” will also be displayed 

when reset is pressed prior to showing “0”. 
6. Before driving “500 feet” use the “RUN/HOLD” button to start and stop the counting function. 
7. Press “RUN” when passing the starting flag to activate the distance counting function. 
8. Travel 500 feet and at the end of 500 feet press the “HOLD” button. 
9. Press and hold the “CAL” button for one second. 
10. Press “CAL” again and the word “CAL” will begin to flash and distance traveled will be 

displayed. 
11. When “CAL” is flashing verify whether the number displayed is the exact distance (500 feet) 

that you drove.  If not, press the “+” or “-“ key to adjust the figure to “500” (or as close as 
possible to 500), which will match the distance you actually drove. 

12. Read the new circumference number “__    ____” and record it. 
13. Then select “Speed” on dial and check speed against speedometer. 
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